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TEST REPORT

Report No. ....ccoeeiiiiiiee : WTF22F04063112R2C
ApplicaNnt ... . Paul Stricker SA
AdAreSS ...ooiiiiiiiiieieeriee e :  Nucleo industrial de Murtede, It 5, 3060-375 Murtede,
Portugal
Manufacturer ..........cccoeeeeeeeiiiiiiiieeeeee s : 0039967
Sample Name ........ccccceeciiiiiiiccieee, :  EKSTON Aroma diffuser
Sample Model ..o, : 97959 | DFLO1
Date of Receipt sample ..............cceeeeennn. : 2022-04-07 & 2022-04-21 & 2022-05-26 & 2022-07-22 &
2022-08-02 & 2022-08-17
Testing period .......cccoovveeeeiiiieeceiiiee e © 2022-04-07 to 2022-04-22 & 2022-05-26 to 2022-06-07 &
2022-07-22 to 2022-07-28 & 2022-08-02 to 2022-08-08 &
2022-08-17 to 2022-08-24 ’g)
Date Of ISSUC....ccoeeeiieeeiiiiieeeeeeeeeiiee e, ; 2022-08-29 -
2
TESt RESUIt ..o :  Refer to next page (s) \
Nofeprsem = ey . AW S5 5 SedS : As per client’s requirement, the results from No.1 to
No0.88 were quoted from Report No.
WTF22F04063112R1C

Prepared By:
Waltek Testing Group (Foshan) Co., Ltd.
Address: No0.13-19, 2/F., 2nd Building, Sunlink International Machinery City,
Chencun, Shunde District, Foshan, Guangdong, China
Tel:+86-757-23811398 Fax:+86-757-23811381 E-mail:info@waltek.com.cn

Signed for and on behalf of

4,,.'.‘”% L

Swing.Liang

Waltek Testing Group (Foshan) Co., Ltd.
http://www.waltek.com.cn 1/27 WT-F-510-3003-05-A




Report No.: WTF22F04063112R2C

Test Requested ......ccceevveeiiiiiiiiiieeieeeieis :

Test Method ........coooveeiiiiiiiiiieeeeee, :

Test ConClUSION ..coeveeiviieieeeeeie e, :

Waltek Testing Group (Foshan) Co., Ltd.
http://www.waltek.com.cn

\

In accordance with the RoHS Directive 2011/65/EU and

its amendment (EU) No. 2015/863.

1) With reference to IEC 62321-2:2021, disassembly,
disjunction and mechanical sample preparation

2) With reference to IEC 62321-3-1:2013, screening -
Lead, mercury, cadmium, total chromium and total
bromine by X-ray fluorescence spectrometry

3) With reference to IEC 62321-4:2013+AMD1:2017
CSV, determination of Mercury by ICP-OES

4) With reference to IEC 62321-5:2013, determination of
Lead and Cadmium by ICP-OES

5) With reference to IEC 62321-7-2: 2017 and |IEC

62321-7-1: 2015, determination of Hexavalent
Chromium by UV-Vis

6) With reference to IEC 62321-6:2015, determination of
PBBs and PBDEs by GC-MS

7) With reference to IEC 62321-8:2017, determination of
Phthalates content by GC-MS.

Pass (Based on the performed tests on the submitted

samples, the results comply with the RoHS Directive

2011/65/EU and its amendment (EU) No. 2015/863)
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N g— .\

y 4




Report No.: WTF22F04063112R2C

Sample Photo(s):

1y 5
RN

5
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Report No.: WTF22F04063112R2C

Test Results:
1. Lead, Mercury, Cadmium, Hexavalent Chromium, PBBs and PBDEs

Part v R Result of Wet Chemical
No. SR Cd | Pb | Hg | Cr | Br Testing (mg/kg)
1 Coppery metal sh.eII without black sl | sL | BL | BL | BL NA
coating
2 Black coating BL | BL | BL | BL | BL NA
3 Black plastic base BL | BL | BL | BL | IN PPBBDB;: :NNDD
4 White plastic holder BL | BL | BL | BL | BL NA
5 Semi-transparent soft plastic washer | BL | BL | BL | BL | BL NA
6 Black plastic button BL | BL | BL | BL | BL NA
7 Black soft plastic sheet BL | BL | BL | BL | BL NA
8 White plastic sheet BL | BL | BL | BL | BL NA
9 White plastic sheet BL | BL | BL | BL | BL NA
10 | Semi-transparent soft plastic washer | BL | BL | BL | BL | BL NA
11 Solder BL BL BL | BL | BL NA
12 White plastic shell of plug BL | BL | BL | BL | BL NA
13 Silvery metal pin of plug BL | BL | BL | BL | BL NA
14 Black plastic wire covering BL | BL | BL | BL | BL NA
15 White plastic wire covering BL | BL | BL | BL | BL NA
16 Silvery metal wire BL | BL | BL | BL | BL NA
17 White-black ceramic sheet BL [*OL | BL | BL | BL NA
18 White-red plastic wire covering BL | BL | BL | BL | BL NA
19 Black plastic key of switch BL | BL | BL | BL | BL NA
Waltek Testing Group (Foshan) Co., Ltd.
http://www.waltek.com.cn 4127 WT-F-510-3003-05-A
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Result of XRF .
Part el Result of Wet Chemical
Part Description .
No. Cd | Pb | Hg | Cr | Br Testing (mg/kg)
PBBs : ND
20 i i
Black plastic shell of switch BL | BL | BL | BL | IN PBDES : ND
21 Silvery metal shell of switch BL | BL | BL | BL | BL NA
22 Silvery metal sheet of switch BL | BL | BL | IN | BL Cr®" : Negative
PBBs : ND
5 .
3 White PCB BL | BL | BL | BL | IN PBDES : ND
24 White plastic shell of socket BL | BL | BL | BL | BL NA
25 Silvery metal pin of socket BL | BL | BL | BL | BL NA
26 Red plastic wire covering BL | BL | BL | BL | BL NA
27 Black plastic wire covering BL | BL | BL | BL | BL NA
28 Black plastic shell of socket BL | BL | BL | BL | BL NA
29 Silvery metal pin of socket BL | BL | BL | BL | BL NA
30 Silvery metal sheet of socket BL | BL | BL | BL | BL NA
31 Solder BL BL BL BL BL NA
PBBs : ND
32 i
White PCB BL BL BL BL IN PBDEs : ND
33 |Black heat shrinkable tube of inductor| BL | BL | BL | BL | BL NA
34 | Dark grey magnetic core of inductor | BL | BL | BL IN BL cr® :ND
35 Coppery enamelled wire of inductor | BL | BL | BL | BL | BL NA
36 Green coating of inductor BL | BL | BL | BL | BL NA
37 | Dark grey magnetic core of inductor | BL | BL | BL | BL | BL NA
38 Red enamelled wire of inductor BL | BL | BL | BL | BL NA
39 Black glue of inductor BL | BL | BL | BL | BL NA
Waltek Testing Group (Foshan) Co., Ltd.
http://www.waltek.com.cn 5/27 WT-F-510-3003-05-A
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Result of XRF .
Part el Result of Wet Chemical
Part Description .
No. Cd | Pb | Hg | Cr | Br Testing (mg/kg)
lastic film of electrolyti
40 Green plastic fi m. of electrolytic aL | eL | 6L | BL | BL NA
capacitor
e Black rubber stopp.er of electrolytic sl | L | BL | BL | BL NA
capacitor
42 | Brown paper of electrolytic capacitor | BL | BL | BL | BL | BL NA
43 Silvery metal sheI.I of electrolytic sl | sL | BL | BL | BL NA
capacitor
24 Silvery metal f0|l_0f electrolytic sl | BL | BL | BL | BL NA
capacitor
45 Grey metal foil (?f electrolytic sl | sL | BL | BL | BL NA
capacitor
46 Chip audion BL | BL | BL | BL | BL NA
47 Chip capacitor BL | BL | BL | BL | BL NA
. PBBs : ND
48 Chip LED BL BL BL BL IN PBDES : ND
49 Solder BL BL BL BL BL NA
50 Chip resistor BL | IN BL | BL | BL Pb: 454
51 Chip IC BL BL BL BL BL NA
PBBs : ND
> L
5 Chip diode BL BL BL BL IN PBDEs : ND
53 Chip IC BL | BL | BL | BL | BL NA
54 Chip audion BL | BL | BL | BL | BL NA
55 Silvery plastic adhesive label BL | BL | BL | BL | BL NA
. PBBs : ND
56 Black plastic shell BL | BL | BL | BL | IN PBDES : ND
57 White plastic ring BL | BL | BL | BL | BL NA
. PBBs : ND
58 Black plastic fan blade BL | BL | BL | BL | IN PBDES : ND
59 Purple enamel wire BL | BL | BL | BL | BL NA
Waltek Testing Group (Foshan) Co., Ltd.
http://www.waltek.com.cn 6/27 WT-F-510-3003-05-A
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Part v Result of XRF Result of Wet Chemical
No. S R Cd | Pb | Hg | Cr | Br Testing (mg/kg)
60 Black plastic holder BL | BL | BL | BL | IN PPBBDBESS: :NNDD
61 Silvery metal sheet BL | BL | BL | BL | BL NA
62 Silvery metal ring BL | BL | BL | IN | BL Cr®" : Negative
63 Black magnetic core BL | BL | BL | BL | BL NA
64 Silvery metal axle BL | BL | BL | IN BL crt*: Negative
65 Coppery metal sleeve BL | BL | BL | BL | BL NA
66 Red plastic shell of plug BL | BL | BL | BL | BL NA
67 Black plastic wire covering BL | BL | BL | BL | BL NA
68 Chip IC BL BL BL | BL | BL NA
69 Red plastic wire covering BL | BL | BL | BL | BL NA
70 Solder BL | BL | BL | BL | BL NA
71 Green PCB BL BL BL | BL | BL NA
72 Silvery metal shell of plug BL | BL | BL | BL | BL NA
73 Silvery metal pin of plug BL | BL | BL | BL | BL NA
74 Black plastic jacket of plug BL | BL | BL | BL | BL NA
75 Black plastic core of plug BL | BL | BL | BL | IN pPBBDBSS: :NNDD
76 Solder BL | BL | BL | BL | BL NA
77 Black plastic wire covering BL | BL | BL | BL | BL NA
78 Coppery metal wire BL | BL | BL | BL | BL NA
79 Black plastic jacket of plug BL | BL | BL | BL | BL NA
Waltek Testing Group (Foshan) Co., Ltd.
http://www.waltek.com.cn 7127 WT-F-510-3003-05-A
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Result of XRF .
Part el Result of Wet Chemical
Part Description .

No. Cd | Pb | Hg | Cr | Br Testing (mg/kg)

80 Semi-transparent soft plastic sheet | BL | BL | BL | BL | BL NA

81 Silvery metal shell of plug BL | BL | BL | BL | BL NA

82 White plastic core of plug BL | BL | BL | BL | BL NA

83 Silvery metal pin of plug BL | BL | BL | BL | BL NA

84 Solder of plug BL | BL | BL | BL | BL NA

85 Silvery metal screw BL | BL | BL | BL | BL NA

86 Silvery metal screw BL | BL | BL | BL | BL NA

87 Silvery metal screw BL | BL | BL | BL | BL NA

88 Silvery metal screw BL | BL | BL | BL | BL NA

89 Silvery metal pin of plug BL | BL | BL | BL | BL NA

90 Black plastic shell of plug BL | BL | BL | BL | BL NA

. PBBs : ND

91 Black plastic core of plug BL | BL | BL | BL | IN PBDES : ND

92 Green body of inductor BL | BL | BL | BL | BL NA

93 Black plastic f|Im.of electrolytic sl | BL | BL | BL | BL NA
capacitor

Black f el Iyti

94 ack rubber stopp_er of electrolytic sL | sL | BL | BL | BL NA
capacitor

95 | Brown paper of electrolytic capacitor | BL | BL | BL | BL | BL NA

9% Silvery metal shel.l of electrolytic sl | L | BL | BL | BL NA
capacitor

97 Silvery metal f0|l_0f electrolytic sl | L | BL | BL | BL NA
capacitor

98 Grey metal foil gf electrolytic aL | sL | BL | BL | BL NA
capacitor

99 Grey body of resistor BL | BL | BL | BL | BL NA

Waltek Testing Group (Foshan) Co., Ltd.
http://www.waltek.com.cn 8/27 WT-F-510-3003-05-A
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Result of XRF .
Part el Result of Wet Chemical
Part Description .
No. Cd | Pb | Hg | Cr | Br Testing (mg/kg)
Yell lasti hesive t f
100 ellow plastic adhesive tape o sl | L | BL | BL | BL NA
transformer
101 | Black plastic bobbin of transformer | BL | BL | BL | BL | BL NA
102 Yellow insulation winding of sl | sL | BL | BL | BL NA
transformer

103 |Coppery metal winding of transformer| BL | BL | BL | BL | BL NA

104 | Black magnetic core of transformer | BL | BL | BL | BL | BL NA

105 Silvery metal pin of transformer BL | BL | BL | BL | BL NA

106 Green plastic fllm. of electrolytic BL | BL | BL | BL | BL NA
capacitor

Black f el Iyti

107 ack rubber stopp_er of electrolytic sl | BL | BL | BL | BL NA
capacitor

108 | Brown paper of electrolytic capacitor | BL | BL | BL | BL | BL NA

109 Silvery metal shel.l of electrolytic sl | L | BL | BL | BL NA
capacitor

110 Silvery metal f0|l_of electrolytic BL | BL | BL | BL | BL NA
capacitor

111 Grey metal folil (_)f electrolytic sl | BL | BL | BL | BL NA
capacitor

112 Silvery metal sheet BL | BL | BL | BL | BL NA

113 Blue body of capacitor BL | BL | BL | BL | BL NA

114 White glue BL | BL | BL | BL | BL NA

115 Silvery metal shell of socket BL | BL | BL | BL | BL NA

116 Silvery metal pin of socket BL | BL | BL | BL | BL NA

PBBs : ND
117 i i
White plastic core of socket BL | BL | BL | BL | IN PBDES : ND
118 Black plastic film BL | BL | BL | BL | BL NA
119 Solder BL BL BL BL BL NA
Waltek Testing Group (Foshan) Co., Ltd.
http://www.waltek.com.cn 9/27 WT-F-510-3003-05-A
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Result of XRF .
Part el Result of Wet Chemical
Part Description .
No. Cd | Pb | Hg | Cr | Br Testing (mg/kg)
120 Chip rectifier BL | BL | BL | BL | BL NA
121 Chip diode BL | BL | BL | BL | BL NA
122 Chip IC BL | BL | BL | BL | BL NA
PBBs : ND
123 Green-yellow PCB BL | BL | BL | BL | IN PBDEs : ND
124 Chip resistor BL | IN BL | BL | BL Pb :290
125 Chip capacitor BL | BL | BL | BL | BL NA
126 Chip diode BL | OL | BL | BL | BL *pp : 2.97x 10"
127 Grey plastic wire jacket BL | BL | BL | BL | BL NA
128 Black heat-shrinkable tube BL | BL | BL | BL | BL NA
Waltek Testing Group (Foshan) Co., Ltd.
http://www.waltek.com.cn 10/ 27 WT-F-510-3003-05-A
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Report No.: WTF22F04063112R2C

Remark:

(1) Results are obtained by EDXRF for primary screening, and further chemical testing by ICP (for Cd, Pb,

Hg), UV-VIS (for Cr6+) and GC-MS (for PBBs, PBDES) is recommended to be performed, if the
concentration exceeds the below warning value according to IEC 62321-3-1: 2013 (unit: mg/kg)

Element | Polymer Metal Composite Materials

Cd BL < (70-30) <IN < (130+30) | BL =(70-30) <IN <(130+30) | LOD <IN < (150+30) < OL
<OL <OL

Pb BL =<(700-30)< IN < BL = (700-30) <IN < BL = (500-30) <IN <

(1300+30) = OL (1300+30) =<OL (1500+30) = OL

Hg BL < (700-30) <IN < BL < (700-30) <IN < BL = (500-30) <IN <
(1300+30) =<OL (1300+30) =<OL (1500+30) = OL

Cr BL =< (700-30) <IN BL = (700-30) <IN BL = (500-30) <IN

Br BL < (300-30) <IN -- BL < (250-30) <IN

BL= Below Limit OL= Over Limit LOD = Limit of Detection -- = Not Regulated

(2) “IN” expresses the inconclusive region, and further chemical testing to confirm whether it complies with

the requirement of RoOHS Directive.
(8) The XRF screening test for ROHS elements — the reading may be different to the actual content in the

sample be of non-uniformity composition.

(4) mg/ kg =milligram per kilogram=ppm, pg/cmzz Micrograms per square centimetre.
(5) ND = Not Detected or lower than limit of quantitation.
(6) NA = Not Applicable, as the XRF screening test result was below the limit or as the XRF screening

directly determine that test result was over the limit, it was not need to conduct the wet chemical testing.

(7) LOQ = Limit of quantitation.

Test Items Pb Cd Hg cr®* PBB PBDE
Units mg/kg mg/kg mg/kg mag/kg pg/cm2 mg/kg mg/kg
LOQ 2 2 2 8 0.1 5 5

The LOQ for single compound of PBBs and PBDEs is 5mg/kg, LOQ of Cr® for polymer and composite

sample is 8mg/kg and LOQ of Cr®* for metal sample is 0.1ug/cm?.

(8) RoHS Requirement

Restricted Substances

Limits

Cadmium (Cd)

0.01% (100 mg/kg)

Lead (Pb)

0.1% (1000 mg/kg)

Mercury (Hg)

0.1% (1000 mg/kg)

Chromium (V1) (Cr®)

0.1% (1000 mg/kg)

Polybrominated Biphenyls (PBBSs)

0.1% (1000 mg/kg)

Polybrominated Diphenyl Ethers (PBDES)

0.1% (1000 mg/kg)

Waltek Testing Group (Foshan) Co., Ltd.
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Report No.: WTF22F04063112R2C

(9) According to IEC 62321-7-1:2015, determined of Cr®* on metal sample by boiling water extraction test

method, and result is shown as Positive/Negative.

Boiling water extraction:

Negative = Absence of Cr®* coating, the detected concentration in boiling water extraction solution is less
than 0.10ug/cm®.

Positive = Presence of Cr®* coating, the detected concentration in boiling water extraction solution is
greater than 0.13ug/cm2.

Information on storage conditions and production date of the tested sample is unavailable and thus cré*
results represent status of the sample at the time of testing.

(10)Abbreviation:

“Pb” denotes Lead, “Cd” denotes Cadmium, “Hg” denotes Mercury, “Cr” denotes Chromium, “Cr (VI)”
denotes Hexavalent Chromium, “Br” denotes Bromine, “PBBs” denotes Total Polybrominated Biphenyls,
“PBDEs” denotes Total Polybrominated Diphenyl Ethers.

(11)** = According to the declaration from client, the source of lead in test sample is from the high melting
temperature type solders (i.e. lead based alloys containing 85% by weight or more lead) is exempted by
Directive 2011/65/EU ANNEX 1.

(12)* = According to the declaration from client, the source of lead in test sample is from the glass or ceramic
material of that electronic component which is exempted by Directive 2011/65/EU ANNEX llI.

2. Phthalates:

Serial Part No. Result (mg/kg)

No. DBP BBP DEHP DIBP
TO1 2 <50 <50 <50 <50
TO2 3+4+6+8+9" <50 <50 <50 <50
TO3 5 <50 <50 <50 <50
TO4 7 <50 <50 <50 <50
TO5 10 <50 <50 <50 <50
TO6 12+28"~ <50 <50 <50 <50
TO7 14 <50 <50 <50 <50
TO8 15 <50 <50 <50 <50
TO9 17+68+59" <50 <50 <50 <50
T10 18 <50 <50 <50 <50
T11 19 <50 <50 <50 <50
T12 20 <50 <50 <50 <50
T13 23+32+37+38+48" <50 <50 <50 <50
T14 24 <50 <50 <50 <50
T15 26 <50 <50 <50 <50
T16 27 <50 <50 <50 <50
T17 33 <50 <50 <50 <50
T18 34 <50 <50 <50 <50
T19 35 <50 <50 <50 <50
T20 36 <50 <50 73 <50
T21 39 <50 <50 <50 <50
T22 40 <50 <50 <50 <50
T23 41 <50 <50 <50 <50

Waltek Testing Group (Foshan) Co., Ltd.
http://www.waltek.com.cn 12 /27 WT-F-510-3003-05-A
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Report No.: WTF22F04063112R2C

Serial Part No. Result (mg/kg)
No. DBP BBP DEHP DIBP
T24 42 <50 <50 <50 <50
T25 46 <50 <50 <50 <50
T26 47 <50 <50 <50 <50
T27 49 <50 <50 <50 <50
T28 50 <50 <50 <50 <50
T29 51+52" <50 <50 <50 <50
T30 53 <50 <50 <50 <50
T31 54 <50 <50 <50 <50
T32 55 <50 <50 178 <50
T33 56+58+60+66" <50 <50 <50 <50
T34 57 <50 <50 <50 <50
T35 63+71° <50 <50 <50 <50
T36 67 <50 <50 <50 <50
T37 69 <50 <50 <50 <50
T38 74 <50 <50 87 <50
T39 75+82" <50 <50 <50 <50
T40 77 <50 <50 <50 <50
T41 79 <50 <50 105 <50
T42 80 <50 <50 <50 <50
T43 90+91+101+117° <50 <50 <50 <50
T44 93 <50 <50 <50 <50
T45 94 <50 <50 <50 <50
T46 95+108" <50 <50 <50 <50
T47 99+92+113+120+121"° <50 <50 <50 <50
T48 100 <50 <50 140 <50
T49 102 <50 <50 <50 <50
T50 104 <50 <50 <50 <50
T51 106 <50 <50 <50 <50
T52 107 <50 <50 <50 <50
T53 114 <50 <50 <50 <50
T54 118 <50 <50 <50 <50
T55 122+124+125+126" <50 <50 <50 <50
T56 123 <50 <50 <50 <50
T57 127 <50 <50 <50 <50
T58 128 <50 <50 <50 <50
Note:

(1) “<”=less than

(2) mg/kg = milligram per kilogram= ppm

(3) Abbreviation:
“‘DBP” denotes Dibutyl phthalate, “BBP” denotes Benzyl butyl phthalate (BBP), “DEHP” denotes
Bis(2-ethylhexyl)-phthalate, “DIBP” denotes Diisobutyl phthalate, “PHT” denotes Phthalates.

Waltek Testing Group (Foshan) Co., Ltd.
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Report No.: WTF22F04063112R2C

(4) ROHS requirement

Restricted Substances Limits
Dibutyl phthalate (DBP) 0.1% (1000 mg/kg)
Benzyl butyl phthalate (BBP) 0.1% (1000 mg/kg)
Di(2-ethylhexyl) phthalate (DEHP) 0.1% (1000 mg/kg)
Di-iso-butyl phthalate (DIBP) 0.1% (1000 mg/kg)

(5) “A’=As client’s requirement, the testing was conducted based on mixed components. Results are
calculated by the minimum weight of mixed components.

Waltek Testing Group (Foshan) Co., Ltd.
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Report No.: WTF22F04063112R2C

Measurement Flowchart:

Sampling/Grinding or cutting

v

Screen analysis

v

For different material,

Sample Measurement

Metal

A 4

digest the sample with [«
appropriate acid

No

Confirm the

Take a portion of
sample

A

tested samples —
are totally
dissolved

Make up with deionized
water

v

Analyzed by ICP-OES

v

Data

Boiling water
extraction

<>

Polymers /
Electronics

\ 4
Weigh sample and add
solution & solvent

v

Heat in suitable
heating device

v

Separation and pH
adjustment

v

Make up with deionized
water and add
diphenyl-carbazide solution

v

Analyzed by UV-VIS

v

Data
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PBBs / PBDEs/PHT

v

Weigh sample and
add organic solution

v

Soxhlet extraction or
solvent extraction

A

Concentrate the
extract and make up
with organic solvent

v

Analyzed by GC-MS

v

Data
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Photograph(s) of parts tested:

Waltek Testing Group (Foshan) Co., Ltd.
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Remarks:

1. The results shown in this test report refer only to the sample(s) tested;

2. This test report cannot be reproduced, except in full, without prior written permission of the company;

3. The report would be invalid without specific stamp of test institute and the signatures of compiler and
approver;

4. The Applicant name and Address, the sample(s) and sample information was/were provided by the
applicant who should be responsible for the authenticity which Waltek hasn’t verified;

5. If the report is not stamped with the accreditation recognized seal, it will only be used for scientific research,
education, and internal quality control activities, and is not used for the purpose of issuing supporting data

to the society.

Waltek Testing Group (Foshan) Co., Ltd.
http://www.waltek.com.cn 27127 WT-F-510-3003-05-A




		2022-08-29T17:57:11+0800
	我是该文档所有者




